
PRODUCT DATA SHEET 

 

CRUZE  ATFlll 
AUTOMATIC TRANSMISSION FLUID 

 

 
 

Product Definition 
 
CRUZE ATFlll is an automatic transmission fluid 
which isblended superior quality mineral base oils 
andspecial additives 
 
 
Application/Usage 

 
 Completely miscible with other approved ATF 

Dexron III products 
 

 Compatible with all types of Rubber and Seals 
 

 Suitable for American, Europeans and Japanese 
transmissions and power steering and in other 
Applications where ATF Dexron III fluid is 
recommended 

 
Specifications/Approvals 

 
ZF TE-ML14A&TE-ML04D and Voith H55.6335.xx for 
DIWA Transmission. 

 
It also meets the requirements of General Motors G-
34291, Allison C4 29521 04, Ford MerconM030701 , 
MAN 339-V1and Z1. 

 
 

 
Passes all GM performance tests (Oxidation, 

Cycling, Plate Clutch Friction, Band Clutch tests). 

 

 

Product Package 
 
200 Lt  -20Lt . 
 

Storage 
 
Protectfromdirectsunlight andrain.Storeinthe 

originalcloseddrumsandincoveredareas.Storage 
temperaturemustbebetween(+5)-(+40)°C. 
 

Healthand Safety 
 
Thisproduct isunlikely topresentanysignificant 
healthorsafetyhazardwhenproperly usedinthe 
recommended application.Usedorwasteproduct 
shouldnotbeallowedtocontaminate soilorwater. 
Usedorwasteproductshouldbedisposed ofin 
accordance withlocalregulations.Forfurther guidance 
onproductHealth andSafetyrefertothe 
appropriateMaterialSafetyDataSheet.

 
 
 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

“Theaboveinformationisderivedfromourqualitychecks.Given valuesare typicalofcurrent production.Whilefuture productionwill conformtoour 
specification,variationsinthesecharacteristicsmay occur.QualityControlAnalysisReport forto learnpropertiesoftheproductthat issuppliedcan 
give.Itdoesnotrelieve thepurchaserfromexamining productupondeliveryandgivesno assurance ofthe product for any particularpurpose.Due 
tocontinualproductresearchand development,theinformationcontainedhereinissubjecttochangewithoutnotification.” 
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TECHNICALPROPERTIES UNIT TESTVALUES TEST METHOD 

Appearance  Red & bright --- 

Colour ASTM  6 ASTMD-1500 

Density     15
o
C   0.885 ASTMD-1298 

Viscosity      40
o
C mm

2
 /s 33. ASTMD-445 

Viscosity     100
o
C mm

2
 /s 7 ASTMD-445 

ViscosityIndex  180 ASTMD-2270 

FlashPoint  
o
C 200 ASTMD-92 

PourPoint  
o
C -20 ASTMD-97 

Copper Corrosion 3H,100 
o
C 1-b ASTMD-130 

Foaming Characteristics 
Sequence I  

Sequence II  

Sequence III 

Sequence VI 

mls 

 

0/100 

0/100 

0/100 

0/100 

ASTMD-892 


